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TQ 2.4GHz ADVANCED TUNING GUIDE

Press MENU �i�d���b�d�k�Z���i�]�g�d�j�\�]���d�e�i�^�d�c�h�#��
Press SET �i�d���h�Z�a�Z�X�i���V�c���d�e�i�^�d�c�#

Press MENU �i�d���b�d�k�Z���i�]�g�d�j�\�]���d�e�i�^�d�c�h�#��
Press SET �i�d���h�Z�a�Z�X�i���V�c���d�e�i�^�d�c�#

Press SET �i�d���h�Z�a�Z�X�i���V�c���d�e�i�^�d�c�#

�%�N�T�E�R���0�R�O�G�R�A�M�M�I�N�G
Press and hold 
MENU for 3 seconds 

Steering Sensitivity (Expo)
�D�c�Z���7�a�^�c�`���G�Z�Y

1

Electric
�D�c�Z���7�a�^�c�`���G�Z�Y

1

Unlock
�D�c�Z���7�a�^�c�`���G�Z�Y

1

Servo Reversing
�D�c�Z���7�a�^�c�`���G�Z�Y

1

Servo Reversing
�D�c�Z���7�a�^�c�`���G�Z�Y

1

Confirm Deletion
�D�c�Z���7�a�^�c�`���G�Z�Y

1

Multi-Function Knob
�D�c�Z���7�a�^�c�`���<�g�Z�Z�c

1

Channel Setup
�I�l�d���7�a�^�c�`�h���<�g�Z�Z�c

2

Mode Selection
�I�]�g�Z�Z���7�a�^�c�`�h���<�g�Z�Z�c

3

Traxxas-Link
�;�d�j�g���7�a�^�c�`�h���<�g�Z�Z�c

4

Steering (Channel 1)
�D�c�Z���7�a�^�c�`���<�g�Z�Z�c

1

Model Locking
�D�c�Z���7�a�^�c�`���<�g�Z�Z�c

1

Throttle (Channel 2)
�I�l�d���7�a�^�c�`�h���<�g�Z�Z�c

2

Delete Model
�I�l�d���7�a�^�c�`�h���<�g�Z�Z�c

2

Throttle Sensitivity (Expo)
�I�l�d���7�a�^�c�`�h���G�Z�Y

2

Nitro
�I�l�d���7�a�^�c�`�h���G�Z�Y

2

Lock
�I�l�d���7�a�^�c�`�h���G�Z�Y

2

Sub Trim
�I�l�d���7�a�^�c�`�h���G�Z�Y

2

Sub Trim
�I�l�d���7�a�^�c�`�h���G�Z�Y

2

Steering % (Dual Rate)
�I�]�g�Z�Z���7�a�^�c�`�h���G�Z�Y

3

Unlock All
�I�]�g�Z�Z���7�a�^�c�`�h���G�Z�Y

3

End Points
�I�]�g�Z�Z���7�a�^�c�`�h���G�Z�Y

3

Braking % 
�;�d�j�g���7�a�^�c�`�h���G�Z�Y

4

Reset End Points
�;�d�j�g���7�a�^�c�`�h���G�Z�Y

4

Throttle Trim
�;�^�k�Z���7�a�^�c�`�h���G�Z�Y

5

Knob Disabled
�H�^�m���7�a�^�c�`�h���G�Z�Y

6

Press 
MENU

Press 
MENU

Press 
MENU

Press 
MENU

Press 
MENU

Press 
MENU

Press 
SET

Press 
SET

Press 
SET

Press 
SET

Press 
SET

Press 
SET

Press 
SET

Press 
SET

�E�g�Z�h�h���H�:�I���i�d���g�Z�k�Z�g�h�Z��
�h�Z�g�k�d���Y�^�g�Z�X�i�^�d�c�#

�E�g�Z�h�h���H�:�I���i�d���g�Z�k�Z�g�h�Z��
�h�Z�g�k�d���Y�^�g�Z�X�i�^�d�c�#

�E�g�Z�h�h���H�:�I���i�d���g�Z�h�i�d�g�Z��
�[�V�X�i�d�g�n���Y�Z�[�V�j�a�i���Z�c�Y�e�d�^�c�i�h�#

Reset End Points
�;�d�j�g���7�a�^�c�`�h���G�Z�Y

4 �E�g�Z�h�h���H�:�I���i�d���g�Z�h�i�d�g�Z��
�[�V�X�i�d�g�n���Y�Z�[�V�j�a�i���Z�c�Y�e�d�^�c�i�h�#

�J�h�Z���`�c�d�W���i�d���V�Y�_�j�h�i����
�h�j�W�"�i�g�^�b�#���E�g�Z�h�h���H�:�I���i�d���h�V�k�Z�#

�J�h�Z���`�c�d�W���i�d���V�Y�_�j�h�i���h�j�W�"
�i�g�^�b�#���E�g�Z�h�h���H�:�I���i�d���h�V�k�Z�#

�J�h�Z���h�i�Z�Z�g�^�c�\���l�]�Z�Z�a���i�d��
�V�Y�_�j�h�i�#���I�j�g�c���g�^�\�]�i���i�d���Y�Z�h�^�g�Z�Y��
�Z�c�Y���e�d�^�c�i�!���e�g�Z�h�h���h�Z�i���i�d���h�V�k�Z�#��

�I�j�g�c���a�Z�[�i���i�d���Y�Z�h�^�g�Z�Y���Z�c�Y�e�d�^�c�i���V�c�Y���e�g�Z�h�h���h�Z�i���i�d���h�V�k�Z�#����
�I�d���g�Z�h�Z�i���b�V�m���i�]�g�d�l�/���A�Z�i���\�d���d�[���X�d�c�i�g�d�a�h���V�c�Y���e�g�Z�h�h���H�:�I�#

The menu tree below shows how to navigate through 
the TQ 2.4GHz transmitter’s various settings and 
functions. Press and hold MENU to enter the menu tree, 
and use the following commands to navigate through 
the menu and select options. 

MENU:��	�L�]�Z�c���n�d�j���Z�c�i�Z�g���V���b�Z�c�j�!���n�d�j���V�a�l�V�n�h���h�i�V�g�i���V�i���i�]�Z��
�i�d�e�#���E�g�Z�h�h���B�:�C�J���i�d���b�d�k�Z���Y�d�l�c���i�]�Z���b�Z�c�j���i�g�Z�Z�#��
�L�]�Z�c���n�d�j���g�Z�V�X�]���i�]�Z���W�d�i�i�d�b���d�[���i�]�Z���i�g�Z�Z�!���e�g�Z�h�h�^�c�\��
�B�:�C�J���V�\�V�^�c���l�^�a�a���g�Z�i�j�g�c���n�d�j���i�d���i�]�Z���i�d�e�#

SET:��	 �E�g�Z�h�h���H�:�I���i�d���b�d�k�Z���V�X�g�d�h�h���i�]�Z���b�Z�c�j���i�g�Z�Z���V�c�Y���h�Z�a�Z�X�i��
�d�e�i�^�d�c�h�#���L�]�Z�c���V�c���d�e�i�^�d�c���^�h���X�d�b�b�^�i�i�Z�Y���i�d���i�]�Z��
�i�g�V�c�h�b�^�i�i�Z�g�»�h���b�Z�b�d�g�n�!���i�]�Z���h�i�V�i�j�h���A�:�9���l�^�a�a���g�V�e�^�Y�a�n��
�W�a�^�c�`���\�g�Z�Z�c�#

BACK:��	�E�g�Z�h�h���W�d�i�]���B�:�C�J���V�c�Y���H�:�I���i�d���\�d���W�V�X�`���d�c�Z���a�Z�k�Z�a���^�c��
�i�]�Z���b�Z�c�j���i�g�Z�Z�#

EXIT:��	 �E�g�Z�h�h���V�c�Y���]�d�a�Y���B�:�C�J���i�d���Z�m�^�i���e�g�d�\�g�V�b�b�^�c�\�#����
�N�d�j�g���h�Z�a�Z�X�i�Z�Y���d�e�i�^�d�c�h���l�^�a�a���W�Z���h�V�k�Z�Y�#

ECHO:��	�E�g�Z�h�h���V�c�Y���]�d�a�Y���H�:�I���i�d���V�X�i�^�k�V�i�Z���i�]�Z���¸�Z�X�]�d�¹���[�j�c�X�i�^�d�c�#��
�:�X�]�d���l�^�a�a���¸�e�a�V�n���W�V�X�`�¹���n�d�j�g���X�j�g�g�Z�c�i���e�d�h�^�i�^�d�c���d�c���i�]�Z��
�B�Z�c�j���I�g�Z�Z�!���h�]�d�j�a�Y���n�d�j���a�d�h�Z���n�d�j�g���e�a�V�X�Z�#���;�d�g���Z�m�V�b�e�a�Z�/��
�>�[���n�d�j�g���X�j�g�g�Z�c�i���e�d�h�^�i�^�d�c���^�h���H�i�Z�Z�g�^�c�\���8�]�V�c�c�Z�a���:�c�Y��
�E�d�^�c�i�h�!���]�d�a�Y�^�c�\���H�:�I���l�^�a�a���X�V�j�h�Z���i�]�Z���A�:�9���i�d���W�a�^�c�`���\�g�Z�Z�c��
�i�l�^�X�Z�!���\�g�Z�Z�c���d�c�X�Z�!���V�c�Y���i�]�Z�c���g�Z�Y���i�]�g�Z�Z���i�^�b�Z�h�#���:�X�]�d��
�l�^�a�a���c�d�i���V�a�i�Z�g���n�d�j�g���V�Y�_�j�h�i�b�Z�c�i�h���d�g���X�]�V�c�\�Z���n�d�j�g��
�e�d�h�^�i�^�d�c���^�c���i�]�Z���e�g�d�\�g�V�b�b�^�c�\���h�Z�f�j�Z�c�X�Z�#��

MENU TREE

Below is an example of how to access a function in the menu 
tree. In the example, the user is setting the Multi-Function knob 
to be a steering Dual Rate control.

To set the Multi-Function knob to control STEERING DUAL RATE (%):
�&�#���H�l�^�i�X�]���i�]�Z���i�g�V�c�h�b�^�i�i�Z�g���d�c
�'�#���E�g�Z�h�h���V�c�Y���]�d�a�Y���B�:�C�J���j�c�i�^�a���i�]�Z���\�g�Z�Z�c���A�:�9���a�^�\�]�i�h�#���>�i���l�^�a�a���W�a�^�c�`���^�c���h�^�c�\�a�Z��

�^�c�i�Z�g�k�V�a�h�#
�(�#���E�g�Z�h�h���H�:�I�#���I�]�Z���g�Z�Y���A�:�9���l�^�a�a���W�a�^�c�`���^�c���h�^�c�\�a�Z���^�c�i�Z�g�k�V�a�h���i�d���^�c�Y�^�X�V�i�Z���H�i�Z�Z�g�^�c�\��

�9�j�V�a���G�V�i�Z���]�V�h���W�Z�Z�c���h�Z�a�Z�X�i�Z�Y�#
�)�#���E�g�Z�h�h���B�:�C�J���i�l�^�X�Z�#���I�]�Z���g�Z�Y���A�:�9���l�^�a�a���W�a�^�c�`���i�]�g�Z�Z���i�^�b�Z�h���g�Z�e�Z�V�i�Z�Y�a�n���i�d��

�^�c�Y�^�X�V�i�Z���H�i�Z�Z�g�^�c�\���E�Z�g�X�Z�c�i�V�\�Z���]�V�h���W�Z�Z�c���h�Z�a�Z�X�i�Z�Y�#
�*�#���E�g�Z�h�h���H�:�I���i�d���h�Z�a�Z�X�i�#�����I�]�Z���\�g�Z�Z�c���A�:�9���l�^�a�a���W�a�^�c�`���-���i�^�b�Z�h���[�V�h�i���i�d���^�c�Y�^�X�V�i�Z��

�h�j�X�X�Z�h�h�[�j�a���h�Z�a�Z�X�i�^�d�c�#
�+�#���E�g�Z�h�h���V�c�Y���]�d�a�Y���B�:�C�J���i�d���g�Z�i�j�g�c���i�d���Y�g�^�k�^�c�\���b�d�Y�Z�#��

Note: The transmitter is “live” during programming 
so you can test the settings real time without having 
to exit the menu tree.

End Points
�I�]�g�Z�Z���7�a�^�c�`�h���G�Z�Y

3 �J�h�Z���i�g�^�\�\�Z�g���i�d���V�Y�_�j�h�i�#���E�j�a�a��
�W�V�X�`���i�d���Y�Z�h�^�g�Z�Y���Z�c�Y���e�d�^�c�i�!��
�e�g�Z�h�h���h�Z�i���i�d���h�V�k�Z�#���E�j�h�]��

�[�d�g�l�V�g�Y���i�d���Y�Z�h�^�g�Z�Y���Z�c�Y�e�d�^�c�i���V�c�Y���e�g�Z�h�h���h�Z�i���i�d���h�V�k�Z�#����
�I�d���g�Z�h�Z�i���b�V�m���i�]�g�d�l�/���A�Z�i���\�d���d�[���X�d�c�i�g�d�a�h���V�c�Y���e�g�Z�h�h���H�:�I�#

Restoring Factory Defaults:

Transmitter 
OFF

Hold both 
MENU and SET

Transmitter 
ON

Release MENU and 
SET. R�Z�Y���A�:�9���W�a�^�c�`�h

Press MENU three 
times. �G�Z�Y���A�:�9��
�W�a�^�c�`�h���)���i�^�b�Z�h

����Press SET �i�d���X�a�Z�V�g���h�Z�i�i�^�c�\�h�#���A�:�9���l�^�a�a���i�j�g�c��
�h�d�a�^�Y���\�g�Z�Z�c�#���I�g�V�c�h�b�^�i�i�Z�g���^�h���g�Z�h�i�d�g�Z�Y���i�d���Y�Z�[�V�j�a�i
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Set Multi-Function 
knob for STEERING 
SENSITIVITY (Expo)

 
Press/hold MENU 
green LED blinks

 
Press SET 

red LED blinks

 
x8

Press SET to confi rm 
green LED blinks (x8)

 
Press/hold MENU 

returns to driving mode

Set Multi-Function 
knob for THROTTLE 
SENSITIVITY (Expo)

 
Press/hold MENU 
green LED blinks

 
Press SET 

red LED blinks

 
x2

Press MENU to confi rm 
red LED blinks (x2)

 
x8

Press SET to select 
green LED blinks (x8)

Press/hold MENU 
returns to driving mode

Set Multi-Function 
knob for STEERING 
DUAL RATE (%)

 
Press/hold MENU 
green LED blinks

 
Press SET 

red LED blinks

 
x3

Press MENU twice 
red LED blinks (x3)

 
x8

Press SET to select 
green LED blinks (x8)

Press/hold MENU 
returns to driving mode

Set Multi-Function 
knob for BRAKING 
PERCENTAGE (%)

 
Press/hold MENU 
green LED blinks

 
Press SET 

red LED blinks

 
x4

Press MENU 3 times 
red LED blinks (x4)

 
x8

Press SET to select 
green LED blinks (x8)

Press/hold MENU 
returns to driving mode

Set Multi-Function 
knob for 
THROTTLE TRIM

 
Press/hold MENU 
green LED blinks

 
Press SET 

red LED blinks

 
x5

Press MENU 4 times 
red LED blinks (x5)

 
x8

Press SET to select 
green LED blinks (x8)

Press/hold MENU 
returns to driving mode

Adjust the Multi-
Function knob until the 
LED turns solid green. 

To LOCK the 
Multi-Function knob

 
Press/hold MENU 
green LED blinks

 
Press SET 

red LED blinks

 
x6

Press MENU 5 times 
red LED blinks (x6)

 
x8

Press SET to lock 
green LED blinks (x8)

Press/hold MENU 
returns to driving mode

To REVERSE 
the direction of 
STEERING servo

 
Press/hold MENU 
green LED blinks

 
x2

Press MENU
green LED blinks (x2)

 
Press SET 

green LED blinks

 
Press SET 

red LED blinks

 
x8

Press SET to reverse 
servo direction

Press/hold MENU 
returns to driving mode

To set the SUB TRIM 
of the STEERING 
servo

 
Press/hold MENU 
green LED blinks

 
x2

Press MENU
green LED blinks (x2)

 
Press SET 

green LED blinks

 
Press SET 

red LED blinks

 
x2

Press MENU 
red LED blinks (x2)

THROT
T

100100

00

Use Multi-Function 
knob to set neutral 

  
x8

Press SET 
to save position

Press/hold MENU 
returns to driving mode

To set the END 
POINTS of the 
STEERING servo

  
Press/hold MENU 
green LED blinks

 
x2

Press MENU  
green LED blinks (x2)

 
Press SET 

green LED blinks

 
Press SET 

red LED blinks

 
x3

Press MENU  twice
red LED blinks (x3)

 THROT
TLE TR

IM

100100

 Turn steering 
wheel to desired max 

left and right travel

 
x8

Press SET 
to save each position

 THROT
TLE TR

IM

100100

Turn steering wheel 
to test settings

IF END POINTS 
ARE OK:  

Press/hold MENU 
returns to driving mode

IF END POINTS 
NEED TO BE 
CHANGED:   

Press SET 
and repeat steps 6-8

To reset the END 
POINTS of STEERING 
servo to defaults

 
Press/hold MENU 
green LED blinks

 
x2

Press MENU  
red LED blinks (x2)

 
Press SET 

green LED blinks

 
Press SET 

red LED blinks

 
x4

Press MENU  3 times
red LED blinks (x4)

 
x8

Press SET 
to reset end points

Press/hold MENU 
returns to driving mode

To REVERSE 
the direction of 
THROTTLE servo

 
Press/hold MENU 
green LED blinks

 
x2

Press MENU
green LED blinks (x2)

 
Press SET 

green LED blinks

 
x2

Press MENU
green LED blinks (x2)

 
Press SET 

red LED blinks

 
x8

Press SET to reverse 
servo direction

Press/hold MENU 
returns to driving mode

To set the SUB TRIM 
of the THROTTLE 
servo

 
Press/hold MENU 
green LED blinks

 
x2

Press MENU
green LED blinks (x2)

 
Press SET 

green LED blinks

 
x2

Press MENU
green LED blinks (x2)

 
Press SET 

red LED blinks

 
x2

Press MENU 
red LED blinks (x2)

THROT
T

100100

00

Use Multi-Function 
knob to set neutral 

 
x8

Press SET 
to save position

Press/hold MENU 
returns to driving mode

To set the END 
POINTS of the 
THROTTLE servo

 
Press/hold MENU 
green LED blinks

 
x2

Press MENU  
green LED blinks (x2)

 
Press SET 

green LED blinks

 
x2

Press MENU  
green LED blinks (x2)

 
Press SET 

red LED blinks

 
x3

Press MENU twice 
red LED blinks (x3)

 Use throttle 
trigger to set desired 
max throttle or brake

   
Press SET to save
Use trigger to test

IF END POINTS 
ARE OK:  

Press/hold MENU 
returns to driving mode

IF END POINTS 
NEED TO BE 
CHANGED:   

Press SET 
and repeat steps 7-9

To reset the END 
POINTS of THROTTLE 
servo to defaults

 
Press/hold MENU 
green LED blinks

 
x2

Press MENU  
red LED blinks (x2)

 
Press SET 

green LED blinks

 
x2

Press MENU
green LED blinks (x2)

 
Press SET 

red LED blinks

 
x4

Press MENU 3 times 
red LED blinks (x4)

  
x8

Press SET 
green LED blinks (x8)

Press/hold MENU 
returns to driving mode

MENU TREE FORMULAS

To select functions and make adjustments to the TQ 2.4GHz transmitter without 
referencing the menu tree, turn your transmitter on, fi nd the function in the left 
column you wish to adjust, and simply follow the corresponding steps. 

Always turn your
transmitter on fi rst.

11
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